
Face detection
− Face detection number in a single 

frame: up to 8 persons

− Face detection distance: 5 meters

− Capturing a person respectively when 

he enters (capturing time: within 3 

seconds) and leaves

Pushing notifications to 

Hik-Connect
Hik-Connect can receive 

notifications and pictures 

for the event. Video 

playback is available.

Controlling front-ends for 

real-time alarms

− Real-time alarms can be 

turned to silent mode 

manually by Hik-Connect 

App.

− The alarm reminder 

schedule can be set 

flexibly.

Quick target search
Human Body Detection

Vehicle Search

Face Search

Extraction of valuable data 

Saving time with target video searching 

Product Solution

Video compression

H.265 Pro+ / H.265 Pro / H.265 / H.264+ / H.264

Encoding resolution

HQ: 4 MP lite @ 15 fps / 1080p @ 15 fps

HU: 8 MP @ 8 fps / 5 MP @ 12 fps / 4 MP @ 15 fps

Smart functions

Face detection & search

False alarm reduction

iDS-7204HUHI-M1/S

iDS-7208HUHI-M1/S

iDS-7204HUHI-M2/S

iDS-7208HUHI-M2/S

iDS-7204HQHI-M1/S

iDS-7208HQHI-M1/S

iDS-7216HQHI-M1/S

iDS-7208HQHI-M2/S

iDS-7216HQHI-M2/S

Alarm linkage

PIR linkage alarm function 

Hik-Connect arming/disarming function

Product Showcase

Accurate alarms with

human/vehicle

False alarmsAccurate alarms

Human       Vehicle Others

Attractive Price

iDS-7200HxHI-Mx/S

Intelligent Function

+

Normal 
Camera

ColorVu
Camera

− Face detection

− False alarm reduction

− Hik-Connect notification 

pushing

− Quick target search

− 7*24 colorful view

− Strobe light alarm

− Face detection

− False alarm reduction

− Hik-Connect notification 

pushing

− Quick target search

Siren 
Camera

2nd Gen 

AcuSense

DVR

Hik-

Connect

2nd Gen 

AcuSense

DVR

Hik-

Connect

2nd Gen 

AcuSense

DVR

Hik-

Connect

− Audio and strobe light alarm

− PIR detection

− Face detection

− All channels false alarm 

reduction

− Hik-Connect notification pushing

− Quick target search


